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COMPANY PROFILE

Pellet Heating Explained Product Features
Afully automated pellet stove requires filling
up with pellets and turning on - the stove does
. It automatically lights, automatically
e with an auger,
and automatically adjusts the rate to keep the
room at a pre-set temperature with an electric
thermostat.

Contemporary Designs

Vertical or horizontal room ventilation
depending on the model

Solid well built steel stoves for long
working life

Over 87% efficiency

Automatic ignition

Recovery and automatic relighting in case
of power failure

Complete clean combustion

Ash drawer

Self cleaning glass

6 speed forced ventil

5 Levels of power

Easy user control of stove with room
temperature selection

LED display

Remote control with LCD display
Weekly and daily programming

Air filter for room ventilation
Adjustable feet

Door handle with silicone coating
50mm Air Inlet pipe

80mm Exhaust fume pipe

dly biomass

Pellet Stove Electronic Control
System comes with:

Handy and easy to use remote control
with large LCD screen

Full temperature and power controls
Fully automatic mode

Daily and weekly timer with up to 3 daily
settings

2 line LED display with multiple language
facility
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ECOHEAT SL étant basé a
Barcelone, livre dans toute

electrénico a unos precios
muy competitivos.

Desde la sede de Ecoheat

Ecoheat SL hat seinen
Sitz in Barcelona und
verfiigt daher Uber die
Mglichkeit seine FLINT-

Ecoheat SL con sede a
Barcellona ed & in grado
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Allumage automatique

marcha en caso
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+  Combustion complete des

completamente limpia
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Wiederherstellung nach
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oge

automatica in caso di
mancanza di corrente
Combustione Completa e
Pulita
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spécialement congus pour
produire des appareils de
chauffage a biomasse.

tecnologia de procesado
metaldrgico y de acabado
de los equipos necesaria
para la fabricacion de
calefactores por biomasa.

per il e finissaggio della
produzione di riscaldatori a
biomassa.

Poignée de porte avec

revétement en silicone

*  Entrée d'air avec tuyau de
mm

+  Tuyau de sortie des
fumées de 80mm

revestimiento de silicona
*  Tubo de entrada de aire se

50mm
*  Tubo de salida de humos
de 80mm

Targriff mit Silikonaberzug
50mm Luftzufihrungsrohr
80mm Abgasrohr

in silicone

Tubo di ingresso aria 50
millimetri

Tubo di scarico fumi 80
millimetri



dimensions: H 840 x D 450 x W 415 mm
weight: 90 kg
available colours

Model: SLOO1

nominal heat input: 7 KW
efficiency at nominal heat output: 88 %
efficiency at reduced heat output: 87
nominal heat output: 7 KW

reduced heat output: 2 KW

fuel hopper capacity: 11 kg
hourly fuel consumption: 0.6 kg
maximum burn time: 18.3 h

air inlet pipe: 0 50 cm

exhaust outlet pipe: 0 80 cm

dimensions: H 943 x D 474 x W 475 mm
weight: 114 kg
available colours

Model: SLOO2

nominal heat input: 9 KW

efficiency at nominal heat output: 88
efficiency at reduced heat output: 87
nominal heat output: 9 KW

reduced heat output: 2.5 KW

fuel hopper capacity: 12 kg
hourly fuel consumption: 0.8
maximum burn time: 15 h

air inlet pipe: 0 50 cm
exhaust outlet pipe: 0 80 cm



dimensions: H 840 x D 450 x W 415 mm
weight: 90 kg
available colours

Model: SLOO3

- nominal heat input: 7 KW

- efficiency at nominal heat output: 88
- efficiency at reduced heat output: 87
- nominal heat output: 7 KW

- reduced heat output: 2 KW

fuel hopper capacity:11 kg

hourly fuel consumption: 0.6 kg/h- 1.7 kg/h
maximum burn time: 18.3 h

air inlet pipe: @ 50 cm

exhaust outlet pipe: @ 80 cm

dimensions: H 940 x D 505 x W 470 mm
weight: 112 kg
available colours

Model: SLO04

- nominal heat input: 9 KW

- efficiency at nominal heat output: 88

- efficiency at reduced heat output: 87 %
- nominal heat output: 9 KW

- reduced heat output: 2.5 KW

- fuel hopper capacity: 14 kg

- hourly fuel consumption: 0.8 kg/h- 1.8 kg/h
- maximum burn time: 17.5 h

- air inlet pipe: o 50 cm

- exhaust outlet pipe: © 80 cm
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dimensions: H 845 x D 440 x W 415 mm
weight: 89 kg
available colours

Model: SLOO5

nominal heat input: 7 KW

efficiency at nominal heat output: 88 ¢
efficiency at reduced heat output: 87
nominal heat output: 7 KW

reduced heat output: 2 KW

fuel hopper capacity: 11 kg

hourly fuel consumption: 0.6 ke

maximum burn time: 18.3 h
air inlet pipe: @ 50 cm
exhaust outlet pipe: 0 80 cm

dimensions: H 940 x D 487 x W 469 mm
weight: 110 kg
available colours

Model: SLOO6

nominal heat input: 9 KW

efficiency at nominal heat output: 88 %
efficiency at reduced heat output: 87 %
nominal heat output: 9 KW

reduced heat output: 2.5 KW

fuel hopper capacity: 14 kg
hourly fuel consumption: 0.8
maximum burn time: 17.5 h
air inlet pipe: © 50 cm
exhaust outlet pipe: o 80 cm
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